MULTI-TECH" PRODUCTS

Repair Procedures

QUICK-GLAZE

DESCRIPTION

The QUICK-GLAZE repair system has been formulated for repairing marble and solid color
acrylic sheet in applications such as bathware and spas.

Repairs to spa and steam shower acrylic surfaces are made starting with MULTI-TECH’S
“ACRYLIC FILLER” (‘mma” — methyl methacrylate based originally developed by Du Pont).
This filler was designed to address failure problems seen with polyester body fillers and
putties due to the constant harsh environment of spas and steam units. Repairs to bathware
and other acrylic/FRP surfaces (units that drain after use) should use MULTI-TECH'S
“POLY FILLER”. The filled repair is then spray coated with a color matched basecoat,
preferably with an air brush. Our spectrum of toners allow the ease of adjusting the basecoat
to a lighter or darker shade for both solid and marble/gemstone colors. A protective clear
topcoat is then applied followed by a special finishing solvent, which eliminates the dull or
“HALO" effect of over spray. These enamel/urethane repair coatings allow the damaged
surface to be repaired to an appearance almost like new in half the time of lacquer and
gelcoat repair processes.

While there is no implied warranty, these materials and techniques used were designed to
withstand chemicals and hot water, which attack the surface and the repair in the spa's harsh

environment. To a large degree, success of the final repair lies with the experience and skill
of the individual repair technician.

NOTE: The use of conventional automotive repair products such as polyester type fillers
(Bondo, Evercoat, Akemi and Duraglass), lacquer spot putties and primers (although labels
may read “acrylic” or “water-proof”) absorb water and are not recommended with this system,
especially in spa and steam units. Substitution of alternate products can have a severe
detrimental effect on the performance and durability of the repair.

MATERIALS

e Filler - ACRYLIC FILLER “for spas and steam units”
POLY FILLER “for tubs and other fiberglass products”
(Both fillers cure to provide excellent adhesion, hardness and co-efficiency
characteristics to the acrylic surface with minimal shrinkage.)

o Factory color acrylic basecoats (matched to major acrylic sheet, spa and bathware
manufacturers).

¢ Toners (for adjusting the colors or to be used as 2™ or 3 marble/gemstone colors).

* Clear/Urethane/Enamel Topcoat.

« lIsocyanate activated hardeners, which impart durability to the basecoat and the clear
topcoat, which allows use at different application temperatures.

s Reducer for adjusting the spray viscosity of the basecoat and topcoat which are designed
for different application temperatures. (See Coating Preparation for temperature
selection.)

« Finishing solvent, which assists in the “feathering” of the coatings and minimizes the “halo”
effect of over spray.

e Hand Glaze, non-silicone/non-wax, cleaner which minimizes static and fim from the
surface. Also assists in better flow out of over spray.
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